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Zonerich® AB-88H 80mm thermal printer with combined  interface (USB / Serial / 
Ethernet) 
(NEW! – Also available as Wi-Fi-/WLAN! Article ID: AB-88H Wi-Fi) 
 
 
                Accessories: 
 
 
 
 
 
 
 
 
 
 
 
 
 
Print method:   Thermal line printing 
Technology:   thermal 
Print Speed:   250 mm / sec 
Print head:   SEIKO     Combined interface:  
Auto cutter:   Japanese brand cutter 
Column Capacity:  80 mm paper width 
Character set:   95 alphanumeric 
Resolution:   203DPI (8dots/mm) 
Color:    Monochrome 
Paper types:   Bon 
Paper Format:   Paper roll 80 ± 0.50 (W) mm x 80.00 mm diameter 
 
Connectors:   USB / RS-232 / Ethernet / RJ connector (cash drawer) 
Power supply:   AC120 ~ 230V / DC24, 2A 
 
Dimensions:   150 x 196 x 147 mm 
Color:    Rich Dark Grey Zone (matt) 
Operating temperature: 0 ° C - 50 ° C 
Life auto cutter:  1,000,000 cuts 
Print head life:   more than 100 million pulses 
EMC standards:  CE Mark 
Cutting unit:   Partial Cut / Full Cut 
 

     


